
Router Table and Fence
No. Ltr. Item Dimensions T W L Material
2 A Table top 3⁄4" x 23" x 35" birch ply
1 B Top edge banding 3⁄4" x 11⁄2" x 11' solid birch
1 C Workmate board 3⁄4" x 4" x 273⁄8" any hardwood
1 D Prop stick 3⁄4" x 183⁄4" dowel stock
1 E Prop bracket 1⁄2" x 11⁄2" x 4" Baltic birch
1 F Fence bottom 1⁄2" x 8" x 41" Baltic birch
2 G Fence sub fronts 1⁄2" x 3" x 121⁄2" Baltic birch 
2 H Dust chute sides 1⁄2" x 41⁄8" x 8" Baltic birch
1 I Dust chute top 1⁄2" x 4" x 5" Baltic birch
1 J Chute  angled top 1⁄2" x 5" x 43⁄4" Baltic birch
1 K Chute back 1⁄2" x 5" x 5" Baltic birch
2 L End ribs 1⁄2" x 25⁄8" x 3" Baltic birch
2 M Mid ribs 1⁄2" x 25⁄8" x 25⁄8" Baltic birch
2 N Fence adjust. front 3⁄4" x 4" x 16" any hardwood

Hardware: 3, 6⁄32 threaded inserts and 1⁄2" 6⁄32 screws; 4 each 3⁄8" x
11⁄2" round head machine screws, star washers, flat washers and
wing nuts, 1 pr. medium-duty loose-pin hinges. Acrylic 1⁄8" sheet
12" square, 1 switched plug strip.
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